
Reno Comes to MMFC! 
Inspired by the Reno air-races held in America, we will be holding some air-races of our own at the Egerton MMFC site. Using the Reno 300 Racing Class as a guide, these are sure to be fun events!
 
Here is an outline of the racing guidelines and rules, which are intended to make it as fair for everyone as possible and also affordable:
 
Aircraft
Models are to be based on full size World War 2, or aircraft used in Reno racing and to be of semi-scale appearance. Popular examples are the ATS or Cambrian Fun Fighter ranges of Mustang, Spitfire etc.
 

Engine
The I.C engine must be of the reciprocating piston type (with front induction and side exhaust).  Engines up to .25 cu inch with mini pipe accepted and anything above with standard silencer. However it is recommended only using up to .38 cu inch in order to be competitive. Popular engines in the class are O.S.32SX, SC 32, West 25 with pipe, West 36 with standard silencer.
 
Silencer
The engine shall be fitted with a silencer as supplied by the manufacturer of the engine which is generally of cast aluminium construction. The external appearance of the silencer must remain unchanged.
 
Propeller
Only fixed propellers may be used. The propeller must be commercially available, two blade composite resin continuous fibre construction.  Reworking is allowed for balance purposes only. The extreme leading and trailing edges of the propeller may be sanded smooth in the interests of safety.
 
Fuel
Maximum content of 10% nitro-methane allowed.
 
Landing Gear
Landing gear is optional but if fitted a rudder is required for steering on the ground.  Models will be hand launched during racing.                           
 
Wing Span
Recommended wingspan shall be between 38" (965 mm) and 43" (1090mm).
 
Radio Control
All aircraft must carry at least 3 servos to operate elevator, ailerons, throttle and rudder if undercarriage is fitted. The use of gyros, automatic pilots or other non-aerodynamic stabilisation aids is not permitted.
 

Race Course Description
The race starts at the start-finish line. All take-offs will be by hand launch. No mechanical device will be used to assist the aircraft.  The race is terminated at the start-finish line. The individual lap length will be 340m and there will be 10 laps per race.
 
Disclaimer!
It is entirely within the organisers discretion whether an aircraft or pilot is qualified to race.
And remember, this is racing and will be run as a competition. Pilots are to be reminded that accidents and mid air collisions can and will happen, so if you aren't prepared to bend your aeroplane, do not race! However, you are encouraged to have fun!
